
D. 1. CARBON ADSORPTION MONITORING LOli t-v~>....,.··-

Condition 0.1.1 0 Carbon Adsorber/Canister Monitoring 

Condition 0.1.17 Record Keeping Requirements (c) 

PCI shall document compliance by monitoring for VOC breakthrough at least once per shift when the SOS shredder, the ATOU, the Distillation Unit, 

and the tanks are in operations. PCI shall replace the carbon canister when breakthrough is detected as stated below under Note. 
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D. 1. CARBON ADSORPTION MONITORING LOG t-vn '"''"'· 

Condition 0.1.1 0 Carbon Adsorber/Canister Monitoring 

Condition 0.1.17 Record Keeping Requirements (c) 

PCI shall document compliance by monitoring for VOC breakthrough at least once per shift when the SDS shredder, the ATDU, the Distillation Unit, 

and the tanks are in operations. PCI shall replace the carbon canister when breakthrough is detected as stated below under Note. 

D.1.14 CARBON ADSORPTION SYSTEM INSPECTION 

------------

Inspector: '\~i 

MeN : f\ ·:-ffC3 

Date of Inspection: I Time: b-"~~o ye;·~ 

:S-\-\\ 

Shift: (First or Second) 

R\'\~ 

Monitor 10: 

M (\ ' e.("je C J u c..U 

Instrument Calibration Gases: 

""7:"" 5o 8u+ '-d c A C l0('J\'2J',_)'if'l"' 

Background Instrument Reading: 

00 

Location of Carbon Unit Status Inlet 
Exhaust Visual 

Carbon Spent Carbon Placed in 

Control Device 

Insp. Replacement Roll Off Box No. for 

Offsite Combustion 

YIN Date Time 

Vapor Recovery System: Running Down - -
-

v 

-

CARBON OR FLARE* 

SDS Shredder 
Run0g Down 

\ 
C) k AJ --- -

ATDU/OWS 
Run~ 

Down s. k JJ ~
 -

Area 8 --Tanks 52,53,54 Run,g Down 

1Y5\ 21 C) k A) 

{Tanks 02 through 04) 

- ---

Distillation Unit 
Runifg Down 

\1n'6 
'-[.~ A- )t/ I~ 

6 

-

Tank 51 
RuJg 

Down 
~~ oS '3, \0 ?I( JlJ ,- -

Tank 55 
Run~ 

Down \ 4- JJ -
I -

( 

......
 ------------------·--·--- --

Revised 2/10/09 



D. 1. CARBON ADSORPTION MONITORING LOG r-vn. -· 

Condition 0.1.1 0 Carbon Adsorber/Canister Monitoring 

Condition 0.1.17 Record Keeping Requirements (c) 

PCI shall document compliance by monitoring for VOC breakthrough at least once per shift when the SDS shredder, the ATDU, the Distillation Unit, 

and the tanks are in operations. PCI shall replace the carbon canister when breakthrough is detected as stated below under Note. 
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D. 1. CARBON ADSORPTION MONITORING LOG ruh u~ .... ~ 

Condition 0.1.1 0 Carbon Adsorber/Canister Monitoring 

Condition 0.1.17 Record Keeping Requirements (c) 

PCI shall document compliance by monitoring for VOC breakthrough at least once per shift when the SDS shredder, the ATDU, the Distillation Unit, 

and the tanks are in operations. PCI shall replace the carbon canister when breakthrough is detected as stated below under Note. 
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D. 1. CARBON ADSORPTION MONITORING LOG ru•, '"'· ··-

Condition 0.1.1 0 Carbon Adsorber/Canister Monitoring 

Condition 0.1.17 Record Keeping Requirements (c) 

PCI shall document compliance by monitoring for VOC breakthrough at least once per shift when the SDS shredder, the ATDU, the Distillation Unit, 

and the tanks are in operations. PCI shall replace the carbon canister when breakthrough is detected as stated below under Note. 
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0. 1. CARBON ADSORPTION MONITORING LOG FOR OAIL y 1-\1'11.. --~. 

Condition 0.1.1 0 Carbon Adsorber/Canister Monitoring 

Condition 0.1.17 Record Keeping Requirements (c) 

PCI shall document compliance by monitoring for VOC breakthrough at least once per shift when the SDS shredder, the ATDU, the Distillation Unit, 

and the tanks are in operations. PCI shall replace the carbon canister when breakthrough is detected as stated below under Note. 
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D. 1. CARBON ADSORPTION MONITORING LOG FOR DAIL 1 Ptl .. u ,_ __ 

Condition 0.1.1 0 Carbon Adsorber/Canister Monitoring 

Condition 0.1.17 Record Keeping Requirements (c) 

PCI shall document compliance by monitoring for VOC breakthrough at least once per shift when the SOS shredder, the ATOU, the Distillation Unit, 

and the tanks are in operations. PCI shall replace the carbon canister when breakthrough is detected as stated below under Note. 
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D. 1. CARBON ADSORPTION MONITORING LO!.:i ru" "'· ··-

Condition 0.1.1 0 Carbon Adsorber/Canister Monitoring 

Condition 0.1.17 Record Keeping Requirements (c) 

PCI shall document compliance by monitoring for VOC breakthrough at least once per shift when the SDS shredder, the ATDU, the Distillation Unit, 

and the tanks are in operations. PCI shall replace the carbon canister when breakthrough is detected as stated below under Note. 
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D. 1. CARBON ADSORPTION MONITORING LU\;11 _, 

Condition 0.1.1 0 Carbon Adsorber/Canister Monitoring 

Condition 0.1.17 Record Keeping Requirements (c) 

PCI shall document compliance by monitoring for VOC breakthrough at least once per shift when the SOS shredder, the ATDU, the Distillation Unit, 

and the tanks are in operations. PC! shalf replace the carbon canister when breakthrough is detected as stated below under Note. 
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D. 1. CARBON ADSORPTION MONITORING LOG J-Uh. u,. ....... 

Condition 0.1.1 0 Carbon Adsorber/Canister Monitoring 

. Condition 0.1.17 Record Keeping Requirements (c) 

PCI shall document compliance by monitoring for VOC breakthrough at least once per shift when the SDS shredder, the ATDU, the Distillation Unit, 

and the tanks are in operations. PCI shall replace the carbon canister when breakthrough is detected as stated below under Note. 
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0.1. CARBON ADSORPTION MONITORING LUG n ..... 

Condition 0.1.1 0 Carbon Adsorber/Canister Monitoring 

Condition 0.1.17 Record Keeping Requirements (c) 

PCI shall document compliance by monitoring for VOC breakthrough at least once per shift when the SDS shredder, the ATDU, the Distillation Unit, 

and the tanks are in operations. PCI shall replace the carbon canister when breakthrough is detected as stated below under Note. 
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D. 1. CARBON ADSORPTION MONITORING LOG FOR DAILY A•-,.u .__, 

Condition 0.1.1 0 Carbon Adsorber/Canister Monitoring 

Cdnditlon 0.1.17 Record Keeping Requirements (c) 

PCI shall document compliance by monitoring for VOC breakthrough at least once per shift when the SDS shredder, the ATDU, the Distillation Unit, 

and the tanks are in operations. PCI shall replace the carbon canister when breakthrough is detected as stated below under Note. 
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[I 
D. i. CARBON ADSORPTION MONITORING LOG FOR l.JAil .. 1 n•. 

Condition D. I. I 0 Carbon Adsorber/Canister Monitoring 

Cdndi~ion
 0.1.17 Record Keeping Requirements (c) 

PCI shall document compliance by monitoring for VOC breakthrough at least once per shift when the SDS shredder, the ATDU, the Distillation Unit, 

and the tanks are in operations. PCI shall replace the carbon canister when breakthrough is detected as stated below under Note. 
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D. 1. CARBON ADSORPTION MONITORING LOG FOR DAILY AND QUAK 1 t:.~~..., 

Condition 0.1 .1 0 Carbon Adsorber/Canister Monitoring 

Condition 0.1.17 Record Keeping Requirements (c) 

PCI shall document compliance by monitoring for VOC breakthrough at least once per shift when the SDS shredder, the ATDU, the Distillation Unit, 

and the tanks are in operations. PCI shall replace the carbon canister when breakthrough is detected as stated below under Note. 

D.1.14 CARBON ADSORPTION SYSTEM INSPECTION 

Inspector: 

Date of lnsfection: Time: 

$)!\ 
G:c 

Shift: (First or Second)SvtA9-;
~""'~ 

Monitor ID: 

Instrument Calibration Gases: I 

<Yt 

Background Instrument Reading: 
C). 

Location of Carbon Unit Status Inlet Exhaust Visual Carbon Spent Carbon Placed in 

Control Device 

Insp. Replacement Roll Off Box No. for 

Offsite Combustion 

YIN Date Time 

Vapor Recovery System: 
Down 

~ 

~
 

A 
..,..--

CARBON OR FLA~ 

- -

SDS Shredder 
Down 

- -- -

ATDU/OWS 

- - -

Area 8 --Tanks 52,53,54 

Tanks 02 throu h 04 

~ - -

Distillation Unit 

- .__ -
- -

r-- -- --· 

Revised 2/10/09 



D. 1. CARBON ADSORPTION MONITORING LOG FOK uh ...... 

Condition 0.1.1 0 Carbon Adsorber/Canister Monitoring 

Condition 0.1.17 Record Keeping Requirements (c) 

PC! shall document compliance by monitoring for VOC breakthrough at least once per shift when the SDS shredder, the ATDU, the Distillation Unit, 

and the tanks are in operations. PC/ shall replace the carbon canister when breakthrough is detected as stated below under Note. 
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D. 1. CARBON ADSORPTION MONITORING LOG FOR DAILY AND UUAf'. 1 ~· , ... 

Condition 0.1.1 0 Carbon Adsorber/Canister Monitoring 

Condition 0.1.17 Record Keeping Requirements (c) 

PC! shall document compliance by monitoring for VOC breakthrough at least once per shift when the SDS shredder, the ATDU, the Distillation Unit. 

and the tanks are in operations. PCI shall replace the carbon canister when breakthrough is detected as stated below under Note. 
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D. 1. CARBON ADSORPTION MONITORING LOG FOR DAILY ANu ut'-· ... 

Condition D. '1.1 0 Carbon Adsorber/Canister Monitoring 

CcJndiNon 0.1.17 Record Keeping Requirements (c) 

PCI shall document compliance by monitoring for VOC breakthrough at least once per shift when the SDS shredder, the ATDU, the Distillation Unit, 

and the tanks are in operations. PCI shall replace the carbon canister when breakthrough is detected as stated below under Note. 
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D. 1. CARBON ADSORPTION MONITORING LOG FOR DAILY ANu uvrm. 

Condition 0.1.1 0 Carbon Adsorber/Canister Monitoring 

Condition 0.1.17 Record Keeping Requirements (c) 

PCI shall document compliance by monitoring for VOC breakthrough at least once per shift when the SDS shredder, the ATDU, the Distillation Unit, 

and the tanks are in operations. PCI shall replace the carbon canister when breakthrough is detected as stated below under Note. 
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D. 1. CARBON ADSORPTION MONITORING LOG FOR DAIL r ,...,,~- _ 

Condition 0.1.1 0 Carbon Adsorber/Canister Monitoring 

Condition 0.1.17 Record Keeping Requirements (c) 

PCI shall document compliance by monitoring for VOC breakthrough at least once per shift when the SDS shredder, the ATDU, the Distillation Unit, 

and the tanks are in operations. PC! shall replace the carbon canister when breakthrough is detected as stated below under Note. 
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~OR 
FLARE* 

SDS Shredder 
Running 

ATDU I OWS 
Run~~ 

Area 8 --Tanks 52,53,54 RunV 

Tanks 02 throu h 04 

Distillation Unit 
Running 

t?/~ 

--

Runni7 

Tank 51 
lpf' 

Tank 55 
Runnin~

 

v 

----------

Revised 2/10/09 

~-------



D. 1. CARBON ADSORPTION MONITORING LOG FOR DAILY At'Ju "'-'-· ---

Condition 0.1.1 0 Carbon Adsorber/Canister Monitoring 

Condition 0.1.17 Record Keeping Requirements (c) 

PC! shall document compliance by monitoring for VOC breakthrough at least once per shift when the SDS shredder, the ATDU, the Distillation Unit, 

and the tanks are in operations. PCI shall replace the carbon canister when breakthrough is detected as stated below under Note. 

Inspector: 

Monitor ID: 

Instrument Calibration Gases: 

Location of Carbon 

Control Device 

Vapor Recovery System: 

--ARBON OR FLARE* 

SDS Shredder 

ATDU I OWS 

Area 8 --Tanks 52,53,54 

Tanks 02 throuah 04 

Distillation Unit 

Tank 51 

Tank 55 

Revised 2/10/09 

Unit Status 

Running 

Running 

Running 

Running 

v 
Running 

~-· 

./ 
Running 

RunV 

Inlet 
Exhaust Visual 

Insp. 

Carbon 

Replacement 
Spent Carbon Placed in 

Roll Off Box No. for 

Offsite Combustion 



D. 1. CARBON ADSORPTION MONITORING LOG FOR DAILY AND QUA" 1c.n ..... 

Condition 0.1.1 0 Carbon Adsorber/Canister Monitoring 

Condition 0.1.17 Record Keeping Requirements (c) 

PCI shall document compliance by monitoring for VOC breakthrough at least once per shift when the SDS shredder, the ATDU, the Distillation Unit, 

and the tanks are in operations. PCI shall replace the carbon canister when breakthrough is detected as stated below under Note. 

D.1.14 CARBON ADSORPTION SYSTEM INSPECTION 

Inspector: 

Monitor 10: 

Instrument Calibration Gases: 

Background Instrument Reading:_ 
/' ~ 

Location of Carbon 

Control Device 

Vapor Recovery System: 

CARBON OR FLARE* 

SDS Shredder 

ATDU I OWS 

Area 8 --Tanks 52,53,54 

Tanks 02 throuah 04 

Distillation Unit 

Tank 51 

Tank 55 

Revised 2/10/09 

l.}' ,i 

Unit Status 

Running 

Running 

R~~ 

Running 
,_/ __ 

Running 
~-

Running 
#-~ 

l~,.s&"'"' 

Runnf!J-!i'r 
,_/ 

Inlet Exhaust Visual 

Insp. 

Carbon 

Replacement 

Y/N Date Time 

Spent Carbon Placed in 

Roll Off Box No. for 

Offsite Combustion 

:: 
-----

~ 



,''> 

,, 

D. 1. CARBON ADSORPTION MONITORING LOG FOR DAILY AND QUAK.I t.r>.L, 

Condition 0.1.1 0 Carbon Adsorber/Canister Monitoring 

Condition 0.1.17 Record Keeping Requirements (c) 

PC! shall document compliance by monitoring for VOC breakthrough at least once per shift when the SDS shredder, the ATDU, the Distillation Unit, 

and the tanks are in operations. PC! shall replace the carbon canister when breakthrough is detected as stated below under Note. 

Shift: (ttlr 

Monitor ID: 

Instrument Calibration Gases: 

Background Instrument Reading: 

Location of Carbon 

Control Device 

Vapor Recovery System: 

ATDU I OWS 

Area 8-- Tanks 52~53,54 

Tanks 02 throuah 04 

Distillation Unit 

Tank 51 

Tank 55 

Revised 2/10/09 

Unit Status 

Running 

Running 

Running I Down 

v 
Running I Down 

v 

Inlet Exhaust Visual 
Insp. 

Carbon 

Replacement 

YIN 

Spent Carbon Placed in 

Roll Off Box No. for 

Offsite Combustion 



0.1. CARBON ADSORPTION MONITORING LOG FOR DAILY AND QUARTERLY 

Condition D. i .1 0 Carbon Adsorber/Canister Monitoring 

Condition D.1.17 Record Keeping Requirements (c) 

PC! shall document compliance by monitoring for VOC breakthrough at least once per shift when the SDS shredder, the ATDU, the Distillation Unit, 

and the tanks are in operations. PCI shall replace the carbon canister when breakthrough is detected as stated below under Note. 

D.1.14 CARBON ADSORPTION SYSTEM INSPECTION 

lnspecto~~ l 

Date of 111spe~tion: 

=:,/13hl 

Shift: (First or Second)j 

Monitor 10: 
I I 

Instrument Calibration Gases: 

Background Instrument Reading:(~ 

. 

) 
' 

Location of Carbon I Unit Status 

Control Device 

Vapor Recovery System: 

CARBON OR FLARE* 

SDS Shredder 

ATDU 1 OWS 

Area 8 --Tanks 52,53,54 

Tanks 02 throuoh 04 

Distillation Unit 

Tank 51 

Tank 55 

Revised 2/10/09 

Running 

Running 

Running 

~ 

~g 

R~7 

R/ 
R~ 

Inlet Exhaust Visual 
Insp. 

Carbon 

Replacement 

Y/N Date Time 

Spent Carbon Placed in 

Roll Off Box No. for 

Offsite Combustion 

-



D. 1. CARBON ADSORPTION MONITORING LOG FOR DAILY AND QUARTERLY 

Condition 0.1.1 0 Carbon Adsorber/Canister Monitoring 

Condition 0.1.17 Record Keeping Requirements (c) 

PCI shall document compliance by monitoring for VOC breakthrough at least once per shift when the SDS shredder, the ATDU, the Distillation Unit, 

and the tanks are in operations. PCI shall replace the carbon canister when breakthrough is detected as stated below under Note. 

D.1.14 CARBON ADSORPTION SYSTEM INSPECTION 

Inspector: 

Monitor JD: 

Instrument Calibration Gases:\ 

Background Instrument Reading: 

Location of Carbon Unit Status Inlet Exhaust Visual Carbon Spent Carbon Placed in 

Control Device 

Insp. Replacement Roll Off Box No. for 

Offsite Combustion 

YIN Date Time 

Vapor Recovery System: Running 

1 CARBON OR FLARE* 

I SDS Shredder 
Running 

ATDU I OWS 
Running 

Area 8 --Tanks 52,53,54 RunnJng 

Tanks 02 throu h 04 " 
Distillation Unit 

Runn)ng 

" 
Tank 51 

Running 

Tank 55 
Running 

v· 

--
--
--
--
--
--
~-

Revised 2/10/09 



:·~, 

D. 1. CARBON ADSORPTION MONITORING LOG FOR DAILY AND QUARTERLY 

Condition 0.1.1 0 Carbon Adsorber/Canister Monitoring 

Condition 0.1.17 Record Keeping Requirements (c) 

PCI shall document compliance by monitoring for VOC breakthrough at least once per shift when the SDS shredder, the ATDU, the Distillation Unit, 

and the tanks are in operations. PCI shall replace the carbon canister when breakthrough is detected as stated below under Note. 

Inspector: 

Date of Inspection: ,:;-; 
Shift: (@or Second) 

Monitor 10: 

Location of Carbon 
Control Device 

Vapor Recovery System: 

CARBON OR FLARE* 

SDS Shredder 

ATDU I OWS 

Area 8 ·-Tanks 52,53,54 
Tanks 02 throuqh 04 

Distillation Unit 

Tank 51 

Tank 55 

Revised 2/10/09 

Unit Status Inlet 

Running 

Running 

Running 

Exhaust Visual 
Insp. 

Carbon 
Replacement 

YIN Date Time 

Spent Carbon Placed in 

Roll Off Box No. for 

Offsite Combustion 



0.1. CARBON ADSORPTION MONITORING LOG FOR DAILY AND QUARlt:KLI 

Condition 0 .1.1 0 Carbon Adsorber/Canister Monitoring 

Condition 0.1.17 Record Keeping Requirements (c) 

PCl shall document compliance by monitoring for VOC breakthrough at least once per shift when the SOS shredder, the ATOU, the Distillation Unit, 

and the tanks are in operations. PCI shall replace the carbon canister when breakthrough is detected as stated below under Note. 

D.1.14 CARBON ADSORPTION SYSTEM INSPECTION 

Inspector: 

Monitor 10: 

Instrument Calibration Gases: 

Background Instrument Reading: w/ 
Location of Carbon 

Control Device 

Unit Status 

Vapor Recovery System: I Running I Down 

CARBON OR LAR?) 

SDS Shredder 
Running 

ATDU I OWS 
Running 

Area 8 -- Tanks 52,53,54 Running 

Tanks 02 through 04) 
j Running 

Distillation Unit ""/ 
Tank 51 

Running 

Tank 55 
Running 

.r 

Revised 2/10/09 

Inlet Exhaust Visual 
Insp. 

Carbon 

Replacement 

Y/N Date Time 

Spent Carbon Placed in 

Roll Off Box No. for 

Offsite Combustion 



D. 1. CARBON ADSORPTION MONITORING LOG FOR DAILY AND QUARTEk.L r 

Condition 0.1.1 0 Carbon Adsorber/Canister Monitoring 

Condition 0.1. i7 Record Keeping Requirements (c) 

PCI shall document compliance by monitoring for VOC breakthrough at least once per shift when the SDS shredder, the ATDU, the Distillation Unit, 

and the tanks are in operations. PCI shall replace the carbon canister when breakthrough is detected as stated below under Note. 

Monitor ID: 

Instrument Calibration Gases: 

rso 

Location of Carbon I Unit Status 

Control Device 

Vapor Recovery System: I Running 

~:;,...-o-="'~-

~~~
 

0 Running 

Running 
' 

Area 8 --Tanks 52,53,54 Running Dv 
Tanks 02 throu~h 04) 

Distillation Unit 
Ruvg Down 

Tank 51 
Running 

Tank 55 
Running 

Revised 2/10/09 

Exhaust Visual 
Insp. 

Carbon 

Replacement 
Spent Carbon Placed in 

Roll Off Box No. for 

Offsite Combustion 

> 
------C.,. 



D. 1. CARBON ADSORPTION MONITORING LOG FOR DAILY AND Uu;.m, ,_, __ . 

Condition 0.1.1 0 Carbon Adsorber/Canister Monitoring 

Condition 0 .1.17 Record Keeping Requirements (c) 

PCI shall document compliance by monitoring for VOC breakthrough at least once per shift when the SOS shredder, the ATOU, the Distillation Unit, 

and the tanks are in operations. PCI shall replace the carbon canister when breakthrough is detected as stated below under Note. 

Monitor 

Instrument Calibration Gases: 

Background Instrument Reading(J 

Location of Carbon I Unit Status 

Control Device 

Vapor Recovery System: I Running 

CARBON OR FLARE' 

SDS Shredder 
I Running 

ATDU I OWS 
I Running 

Area 8 -- Tanks 52,53,54 Running 

iTanks 02 through 041 I Runn)flg 

Distillation Unit / 

Tank 51 
I Running 

Tank 55 
Running 

Revised 2110109 

Inlet 
Exhaust Visual 

Insp. 

Carbon 

Replacement 

YIN Date Time 

Spent Carbon Placed in 

Roll Off Box No. for 

Offsite Combustion 

--~~----
----

------ ~' 



D. 1. CARBON ADSORPTION MONITORING LOG FOR IJAIL, ,-. .. 

Condition D. 1. I 0 Carbon Adsorber/Canister Monitoring 

Condition 0.1.17 Record Keeping Requirements (c) 

PCI shall document compliance by monitoring for VOC breakthrough at least once per shift when the SDS shredder, the ATDU, the Distillation Unit, 

and the tanks are in operations. PCI shall replace the carbon canister when breakthrough is detected as stated below under Note. 

D.1.14 CARBON ADSORPTION SYSTEM INSPECTION 

Inspector: 

Shift: 

Monitor 10: 

Instrument Calibration Gases: '-. ,-v 
Dt:3c, 1} 

Background Instrument Reading: 

Location of Carbon 

Control Device 

Vapor Recovery System: 

ATDU I OWS 

Area 8 --Tanks 52,53,54 

Tanks 02 throuah 04 

Distillation Unit 

Tank 51 

Tank 55 

Revised 2/10/09 

Unit Status 

Running 

Running 

Run~ 

Running 

v 

Inlet 
Exhaust 

Visual 

Insp. 

Carbon 

Replacement 

Y/N 

Spent Carbon Placed in 

Roll Off Box No. for 

Offsite Combustion 



D. 1. CARBON ADSORPTION MONITORING LOG FOR OA.IL, 

Condition 0.1.1 0 Carbon Adsorber/Canister Monitoring 

Condition 0.1.17 Record Keeping Requirements (c) 

~""~·,.-

PCI shall document compliance by monitoring for VOC breakthrough at least once per shift when the SDS shredder, the ATDU, the Distillation Unit, 

and the tanks are in operations. Pel shall replace the carbon canister when breakthrough is detected as stated below under Note. 

D.1.14 CARBON ADSORPTION SYSTEM INSPECTION 

Inspector:(!) 
·1( 

Date of lnspecti.on: 

Shift: (First or Secsmd) 

r·~rl ,,/1 
.. li ,u.r 

Monitor 

Background Instrument Reading:., 
C::, 

Location of Carbon 

Control Device 

Unit Status 

Vapor Recovery System: I Running I Down 

CARBON OR FLARE* 

SDS Shredder 
Running 

ATDU /OWS 
Running 

Area 8 --Tanks 52,53,54 I Running 

Tanks 02 through 04) 
/Ru:7 

Distillation Unit 

Tank 51 

Rnnnit>''l 

Tank 55 

Running 

Revised 2/10/09 

Inlet 
Exhaust 

>b,~.~..,
 ... , 

Visual 

Insp. 

Carbon 

~ep!ace
ment 

Y/N Date Time 

Spent Carbon Placed in 

Roll Off Box No. for 

Offsite Combustion 



D. 1. CARBON ADSORPTION MONITORING LOG FOR DAILY t·m~ • _ 

Condition 0.1.1 0 Carbon Adsorber/Canister Monitoring 

Condition 0.1.17 Record Keeping Requirements (c) 

PCI shall document compliance by monitoring for VOC breakthrough at least once per shift when the SDS shredder, the ATDU, the Distillation Unit, 

and the tanks are in operations. PCI shall replace the carbon canister when breakthrough is detected as stated below under Note. 

Inspector: 
Time: 

Shift: (e:5 or S'econd) 

Monitor ID: 

Instrument Calibration Gases~ 
<._rryf 

Background Instrument Reading: 

Location of Carbon 

Control Device 

Unit Status 

Vapor Recovery System: I Running 

~RB~N OR FLARE* 

SDS Shredder 
Running 

-~ 

ATDU I OWS 
Running Dv 

Area 8 -- Tanks 52,53,54 I Running 

!Tanks 02 through 041 
IRunv 

Distillation Unit 

Tank 51 

Running 

Tank 55 

Running 

v 

Revised 2/10109 

Inlet 
Exhaust 

Visual 

Insp. 

Carbon 

Replacement 

Y/N Date Time 

Spent Carbon Placed in 

Roll Off Box No. for 

Offsite Combustion 

____ ._,_ 



D.1. CARBON ADSORPTION MONITORING LOG FOR DAILY Al\lu ~'-· ... 

Condition D. i. i 0 Carbon Adsorber/Canister Monitoring 

Condition 0.1.17 Record Keeping Requirements (c) 

PCI shall document compliance by monitoring for VOC breakthrough at least once per shift when the SDS shredder, the ATDU, the Distillation Unit, 

and the tanks are in operations. PCI shall replace the carbon canister when breakthrough is detected as stated below under Note. 

Shift: (First or Secopd) 
t1 

Monitor 

Instrument Calibration Gases: 
<~ ,(>. ;7"'1 C;::::N 

~~~> ~A~
 I I 11-41 

Background Instrument Reading:,r·~
-

r ; 
'\,..,_j" 

Location of Carbon I Unit Status 

Control Device 

Vapor Recovery System: I Running 

CARBON OR FLARE* 

SDS Shredder 
Running 

ATDU I OWS 
Running 

Area 8 --Tanks 52,53,54 Running 

Tanks 02 through 041 I Runnj;:lg 

Distillation Unit ~/,?-# 

Tank 51 I """"'"' 

Tank 55 
Running 

Revised 2/10/09 

Inlet 
Exhaust Visual 

Insp. 

Carbon 

Replacement 

YIN Date Time 

Spent Carbon Placed in 

Roll Off Box No. for 

Offsite Combustion 



D. 1. CARBON ADSORPTION MONITORING LOG FOR DAILY ANu u~... ", 

Condition 0.1.1 0 Carbon Adsorber/Canister Monitoring 

Condition 0.1.17 Record Keeping Requirements (c) 

PC! shall document compliance by monitoring for VOC breakthrough at least once per shift when the SDS shredder, the ATDU, the Distillation Unit, 

and the tanks are in operations. PCI shall replace the carbon canister when breakthrough is detected as stated below under Note. 

D.1.14 CARBON ADSORPTION SYSTEM INSPECTION 

lnspector:r::t2 

Date of lnsP,ection: 

Shift: (First or Second) 
c I 
~ ')' '"""/"/'\ ~ /1 
..,., '-=~·4

 l.~ 

Monitor 

Instrument Calibration Gases: 

&JiVLEI\J 

Background Instrument Reading:~,
 

r\' '--/10 

Location of Carbon 

Control Device 

Vapor Recovery System: 

CARBON OR FLARE* 

SDS Shredder 

ATDU I OWS 

Area 8 -- Tanks 52,53,54 

Tanks 02 throuoh 04 

Distillation Unit 

Tank 51 

Tank 55 

Revised 2/10/09 

Unit Status 

R~ 

/r 
R~g 

Runnirw-

~ 
Running 

L/r· 

Inlet 
Exhaust Visual 

Insp. 

Carbon 

Replacement 

Y/N Date Time 

Spent Carbon Placed in 

Roll Off Box No. for 

Offsite Combustion 

.. , 



,'':I. 

D.1. CARBON ADSORPTION MONITORING LOG FOR DAILY AND QUARTI::KLt 

Condition 0.1.1 0 Carbon Adsorber/Canister Monitoring 

Condition 0.1.17 Record Keeping Requirements (c) 

PCI shall document compliance by monitoring for VOC breakthrough at least once per shift when the SDS shredder, the ATDU, the Distillation Unit, 

and the tanks are in operations. PCI shall replace the carbon canister when breakthrough is detected as stated below under Note. 

D.l.14 CARBON ADSORPTION SYSTEM INSPECTION 

Inspector: 

Shift· 

Monitor 10: 

Instrument Calibration Gases: 

Background Instrument Reading: 

Location of Carbon 

Control Device 

Vapor Recovery System: 

CARBON OR~ 

SDS Shredder 

ATDU I OWS 

Area 8 - - Tanks 52,53,54 

Tanks 02 throu h 04 

Distillation Unit 

Tank 51 

Tank 55 

Revised 2/10/09 

Unit Status 

I Running I Down 

I Running I Down 

v 
1 Running I Down 

v 
Running 

v 
I Down 

Running I Down 

v 
~R~ng 

I Down 

Running I Down 

Inlet Exhaust Visual 
Insp. 

Carbon 

Replacement 
Spent Carbon Placed in 

Roll Off Box No. for 

Offsite Combustion 

;,' 
---------------- '-'-



D. 1. CARBON ADSORPTION MONITORING LOG FOR DAILY AND Ql.JAK, ._,. 

Condition 0.1.1 0 Carbon Adsorber/Canister Monitoring 

Condition 0.1.17 Record Keeping Requirements (c) 

PC! shall document compliance by monitoring for VOC breakthrough at least once per shift when the SDS shredder, the ATDU, the Distillation Unit, 

and the tanks are in operations. PCI shall replace the carbon canister when breakthrough is detected as stated below under Note. 

D.1.14 CARBON ADSORPTION SYSTEM INSPECTION 

Inspector: 1r;) 
j 

Shift: (First o~~~:~~)/ 

Monitor 10: 

Location of Carbon Unit Status I Inlet 

Control Device 

Vapor Recovery System: Running Down 

CARBON OR FLARE* 

SDS Shredder 
\ Ru~\ Down 

ATDU I OWS 
\R~ 

I Down 

Area 8 -- Tanks 52,53,54 Running I Down 

Tanks 02 throu h 04 
~ 

Distillation Unit 
Running I Down 

'--'/ 

Tank 51 
Running Down 

~ 

Tank 55 
\RU~ 

Down 

Revised 2/10/09 

Exhaust Visual 

Insp. 

Carbon 

Replacement 

YIN Date Time 

Spent Carbon Placed in 

Roll Off Box No. for 

Offsite Combustion 



D. 1. CARBON ADSORPTION MONITORING LOG FOR DAILY AND QUAR. 1 t:tu .. , 

Condition 0.1.1 0 Carbon Adsorber/Canister Monitoring 

Condition 0.1.17 Record Keeping Requirements (c) 

PCI shall document compliance by monitoring for VOC breakthrough at least once per shift when the SDS shredder, the ATDU, the Distillation Unit, 

and the tanks are in operations. PCI shall replace the carbon canister when breakthrough is detected as stated below under Note. 

D.1.14 CARBON ADSORPTION SYSTEM INSPECTION 

Inspector: 

Location of Carbon 

Control Device 

Vapor Recovery System: 

CARBON OR FLARE* 

SDS Shredder 

ATDU I OWS 

Tank 51 

Tank 55 

Revised 2/10/09 

Unit Status Inlet 

. I Down 
Runm~g 1 

~ 

v 

Exhaust Visual 

Insp. 

Carbon 

Replacement 

Time 

Spent Carbon Placed in 

Roll Off Box No. for 

Offsite Combustion 

', 

--~--~ 



D. 1. CARBON ADSORPTION MONITORING LOG FOR UAIL..l • " 

Condition D. 1.10 Carbon Adsorber/Canister Monitoring 

Condition 0.1.17 Record Keeping Requirements (c) 

PCI shall document compliance by monitoring for VOC breakthrough at least once per shift when the SDS shredder, the ATDU, the Distillation Unit, 

and the tanks are in operations. PCI shall replace the carbon canister when breakthrough is detected as stated below under Note. 

Instrument Calibration Gase~: 

'SOlO 

Background Instrument Reading: 

Location of Carbon 

Control Device 

Vapor Recovery System: 

CARBON OR FLARE" 

SDS Shredder 

ATDU I OWS 

Area 8 -- Tanks 52,53,54 

Tanks 02 throuqh 04) 

Distillation Unit 

Tank 51 

Tank 55 

Revised 2/l 0/09 

Unit Status 

Running I Down 

(__/" 

Running I Down 

L./' 

~~ I Down 

I 

~g 
I Down 

~ 
Down 

I"~ 
Down 

~ng 
I Down 

Inlet 
Exhaust 

Visual 

Insp. 

Carbon 

Replacement 

Date Time 

-
-

Spent Carbon Placed in 

Roll Off Box No. for 

Offsite Combustion 



0. 1. CARBON ADSORPTION MONITORING LOG FOR DAILY ANu Ltul'\,, • .._ 

Condition 0.1.1 0 Carbon Adsorber/Canister Monitoring 

Ccinditlon 0.1.17 Record Keeping Requirements (c) 

PC! shall document compliance by monitoring for VOC breakthrough at least once per shift when the SDS shredder, the ATDU, the Distillation Unit, 

and the tanks are in operations. PC! shall replace the carbon canister when breakthrough is detected as stated below under Note. 

Date of lns~ction
: 

6~123 

Shift: (First or Second) cJ 
s e.t::.:.P () ' 

Monitor ID: M1 n I ., 

Instrument Calibration /~bJYLJ:
!.NE 

Background Instrument Reading· 

Location of Carbon 

Control Device 

Vapor Recovery System: 

CARBON OR FLARE* 

SDS Shredder 

ATDU I OWS 

Area 8 ~- Tanks 52,53,54 

Tanks 02 throuqh 04 

Distillation Unit 

Tank 51 

Tank 55 

Revised 2/10/09 

Unit Status I 

Down I 

Inlet I 

- I 

~:..._
_-:~ 

------

Exhaust I Visual 
I 

Carbon Spent Carbon Placed in 

Insp. Replacement Roll Off Box No. for 

Offsite Combustion 

YIN Date Time 

------
I I I I 

- ~ 



D. 1. CARBON ADSORPTION MONITORING LOG FOR DAILY AND QUAK 1 cru ... 

Condition D.l. i 0 Carbon Adsorber/Canister Monitoring 

Condition 0.1.17 Record Keeping Requirements (c) 

PC! shall document compliance by monitoring for VOC breakthrough at least once per shift when the SDS shredder, the ATDU, the Distillation Unit, 

and the tanks are in operations. PCI shall replace the carbon canister when breakthrough is detected as stated below under Note. 

Instrument Calibration Gases: 

<:::o .~-. "2.1 ""' } 
<::l.~~z

J 'f 

Background Instrument Reading:O .. 

Location of Carbon 

Control Device 

Vapor Recovery System: 

CARBON OR FLARE* 

SDS Shredder 

ATDU /OWS 

Area 8 --Tanks 52,53,54 

Tanks 02 throu h 04 

Distillation Unit 

Tank 51 

Tank 55 

Revised 2/10/09 

Unit Status 

I Running I Down 

j Running I Down 

~-

I Running I Down 

~ 

RJ 
I Down 

Ru~ 
Down 

I Running Down 

._/ 

1 Running 

_/ 
I Down 

Inlet 
Exhaust Visual 

Insp. 

Carbon 

Replacement 

YIN Date Time 

·- -

-
-

Spent Carbon Placed in 

Roll Off Box No. for 

Offsite Combustion 

~----
--



D. 1. CARBON ADSORPTION MONITORING LOG FOR DAILY ANLJ \.;{""''" __ 

Condition 0.1.1 0 Carbon Adsorber/Canister Monitoring 

Condition 0.1.17 Record Keeping Requirements (c) 

PCI shall document compliance by monitoring for VOC breakthrough at least once per shift when the SDS shredder, the ATDU, the Distillation Unit, 

and the tanks are in operations. PC! shall replace the carbon canister when breakthrough is detected as stated below under Note. 

D.1.14 CARBON ADSORPTION SYSTEM INSPECTION 

lnspector:q?_ c:J< 
l . ' f,ALCYv1o 

Date of lnspe?ion:} 

s :Li:J 1/ 
/Time: S~ 

Shift: (First or Secon~
 

3 -ec.on 

Monitor ID:M 1 R: £ooo 

.~ 

lYJ1 (cte 

Instrument Calibration Gases: 

I '2::(:)GU TY LEN£ Looff/'4 

Background Instrument Reading: O 
0, 

Location of Carbon Unit Status Inlet 
Exhaust Visual Carbon Spent Carbon Placed in 

Control Device 

Insp. Replacement Roll Off Box No. for 

Offsite Combustion 

Y/N Date Time 

Vapor Recovery System: Running Down A 
- ~ 

-
N - ----

CARBON OR[-fLARE0 

-
SDS Shredder 

Running Down (!7 (/ A N 

~ 

- ..---

ATDU I OWS 
R~ 

Down 12-<();q 0 2,2J A N --

Area 8 ~- Tanks 52,53,54 Running Down 

/1?515 ~I i 
A- N -----

(Tanks 02 through 04) 
~ 

0 
·- -

Distillation Unit 
Running Down 

ll/402- 0' ~,'-{ A 
- I 

~ 

N 
-~
 -..., 

i Tank 51 ~ 
Down 13, >GJ2 3, s- 0 A 

I 

N - -..., 

Tank 55 
Running Down 

2h 
s$ I A 'rJ 

I 

~ 

- - ------

Revised 2/l 0/09 



D. 1. CARBON ADSORPTION MONITORING LOG FOR DAILY AND QUARTERLY 

Condition 0.1.1 0 Carbon Adsorber/Canister Monitoring 

Condition 0.1.17 Record Keeping Requirements (c) 

PCI shall document compliance by monitoring for VOC breakthrough at least once per shift when the SDS shredder, the ATDU, the Distillation Unit, 

and the tanks are in operations. PC! shall replace the carbon canister when breakthrough is detected as stated below under Note. 

D.1.14 CARBON ADSORPTION SYSTEM INSPECTION 

Inspector: 
~ 

Date of Inspection: 

5 \2s\ \t 
I Time: 

\1-:oo 

Shift: ~r Se
con~~ 

Monitor ID: ' ~~ ~ 

Instrument Calibration G~es: i, 
\00°/~ ~o 

~ oA..IL 

Background Instrument Readin8: 
0. 

Location of Carbon Unit Status Inlet Exhaust Visual Carbon Spent Carbon Placed in 

Control Device 

Insp. Replacement Roll Off Box No. for 

Offsite Combustion 

...-.--

YIN Date Time 

Vapor Recovery System: ~unni~ 
Down 

CARBON OR FLARE* 
- - A 1'.\ - - -

SDS Shredder 
~unninj!/ 

Down 
Zl~ j2f -

A N - - -

-
ATDU I OWS 

f(~ 
Down 

2.'\S~ J?f' 
A - N 

.....,._ 

- - -

Area 8 ·-Tanks 52,53,54 ~ 
Down 

\~CS~ 
~ 

(Tanks 02 through 04) 

(g~ fZJ 
....) - - -

1 Distillation Unit ~ 
Down 

632'\ \49 
rJ 

fJ A 

! 

- - -

I 

----
Tank 51 ~ 

Down 
34 ~y 

.f3 
,J 

2\5 
~ - - -

...-.--. 

Tank 55 ~ 
Down 

2. (,'\ l 
p A rJ 

\ -:lr ?r 

- - -

Revised 2/10/09 



D. 1. CARBON ADSORPTION MONITORING LOG rur, ........ 

Condition 0.1.1 0 Carbon Adsorber/Canister Monitoring 

Condition 0.1.17 Record Keeping Requirements (c) 

PCI shall document compliance by monitoring for VOC breakthrough at least once per shift when the SDS shredder, the ATDU, the Disti!lation Unit, 

and the tanks are in operations. PCI shall replace the carbon canister when breakthrough is detected as stated below under Note. 

Date of ln7pection: 

:S/'2-b/} 

Shift: (First or S.e.· coqd) 

SeconCI{ 

Monitor 10: 

Instrument Calibration Gases: 

1 SCfi!jJn/ 

Background Instrument ReadingO'. 

Location of Carbon I Unit Status 

Control Device 

Vapor Recovery System: I Running I Down 

CARBON OR FLARE* 

SDS Shredder 
R~ 

j Down I 

ATDU I OWS 
Ru~ 

Area 8 --Tanks 52,53,54 Running 

Tanks 02 throu h 04 
~ 

Distillation Unit 
R~ 

Tank 51 

Tank 55 

Revised 2/10/09 

Inlet 
Exhaust 

Visual 

Insp. 

Carbon 

Replacement 

YIN Date Time 

-
·- --

-
~ 

_.,... 

Spent Carbon Placed in 

Roll Off Box No. for 

Offsite Combustion 



D. i. CARBON ADSORPTION MONITORING LOG t-Ur~. wr~.• 

Condition 0.1.1 0 Carbon Adsorber/Canister Monitoring 

Condition D. i. 17 Record Keeping Requirements (c) 

PC! shall document compliance by monitoring for VOC breakthrough at least once per shift when the SDS shredder, the ATDU, the Distillation Unit, 

and the tanks are in operations. PCI shall replace the carbon canister when breakthrough is detected as stated below under Note. 

D.1.14 CARBON ADSORPTION SYSTEM INSPECTION 

Inspector: ~ 

Date of lns~ect\
on: 

~ ;2-fe II 

I Time: 
r~ .. oo 

Shift:
~ or Second) 

-::tlAd 

Monitor 10: 
• 

'T'f\...vrv Q,oe. ~ 

Instrument Calibration Gases: 
~~
 

too of.,. 

Background Instrument Reading: 0-0 

Location of Carbon Unit Status Inlet 
Exhaust 

Visual 
Carbon Spent Carbon Placed in 

Control Device 

Insp. Replacement Roll Off Box No. for 

Offsite Combustion 

.-=--

YIN Date Time 

Vapor Recovery System: ~ 
Down -

A - rJ --

CARBON OR FLARE* 

- -

SDS Shredder 
~~nning..,.......

. Down 
~.3>(., rP 

.J 
A 

- - -

.......... 

ATOUI OWS 
re-unni

~ Down 
\\2..4 {(5 

N 
-

- A 
- -

~ ...... 

Area 8 ·-Tanks 52,53,54 I~ 
Down 0 

rJ 

(Tanks 02 throuQh 04) 

l0£41- lt2 
A -- -- -

...---. 

Distillation Unit 
~~unnl!2]> 

Down 

Slo24 
¢ A 

-
38~ 

N - - -

Tank 51 I~ 
Down 

@ A tJ 

q+Gt-:t. z.~~ 

- - -

Tank 55 

l{unn1ng) Down 
\~'to 

\5\ ¢ 
N 

-
ft 

- - -
I 

I 

Revised 2/10/09 



D. 1. CARBON ADSORPTION MONITORING LOG FOR U.4n ... , 

Condition 0.1.1 0 Carbon Adsorber/Canister Monitoring 

Condition 0.1.17 Record Keeping Requirements (c) 

PCI shall document compliance by monitoring for VOC breakthrough at least once per shift when the SDS shredder, the ATDU, the Distillation Unit, 

and the tanks are in operations. PCI shall replace the carbon canister when breakthrough is detected as stated below under Note. 

D.1.14 CARBON ADSORPTION SYSTEM INSPECTION 

lnspector:r-t< f( 
lG PALot"'Lu 

Date of lnsyecti// 

5 27 II 
/ Time: 5~ CC i\ 

Shift: (First or Secdd) 

:'Secon . 

Monitor 10: 
. 

R_qc_ 
f\'·1u1 1 

z_oao 

Instrument Calibration Gases: taaffrt 

I so go TY!__EfVjr=-

Background Instrument Reading:O. O 

Location of Carbon Unit Status Inlet 
Exhaust 

Visual 
Carbon Spent Carbon Placed in 

Control Device 

Insp. Replacement Roll Off Box No. for 

Offsite Combustion 

YIN Date Time 

Vapor Recovery System: Running Down A 
--

N -· --
CARBON OR FLARE* 

SDS Shredder 
R7 

Down rr 2- 0 A .. r--J - -

ATDU I OWS 
Running Down 

23CZL_ '2.~ A 
~ 

N - -

Area 8 ·- Tanks 52,53,54 Running Down 

ll7Cf£ c{ t l A 

• (Tanks 02 through 04) 
~ 

0 
- - -

Distillation Unit 
Running Down 0 3/ 8' V\· N 

~ 
q-q 1 'Z) 

- -

Tank 51 

Running Down 
1(123 L7 

/\-

/ 

0 
('0 - -

Tank 55 
R/g 

Down 

23ts 0~ 0 A- N 
--

Revised 2/l 0109 

-------......... 
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D. 1. CARBON ADSORPTION MONITORING LOG FOR DAILY Af\Jw \.>...., •.. 

Condition 0.1.1 0 Carbon Adsorber/Canister Monitoring 

Condition 0.1.17 Record Keeping Requirements (c) 

PC! shall document compliance by monitoring for VOC breakthrough at least once per shift when the SDS shredder, the ATDU, the Distillation Unit, 

and the tanks are in operations. PCI shall replace the carbon canister when breakthrough is detected as stated below under Note. 

D.1.14 CARBON ADSORPTION SYSTEM INSPECTION 

Inspector: 

:cc, 

Monitor ID: 

Background Instrument Reading: 
()X) 

Location of Carbon Unit Status Inlet 
Exhaust Visual Carbon Spent Carbon Placed in 

Control Device 

Insp. Replacement Roll Off Box No. for 

Offsite Combustion 

Y/N Date Time 

Vapor Recovery System: 

CARBON OR FLARE* 

- -
- --

SDS Shredder 

A: 
- - -

" 

ATDU I OWS 

- - -

. Area 8 • - Tanks 52,53,54 

-

! Tanks 02 throu h 04 

~ 

Distillation Unit 

~
 -

--

Tank 51 

- ~ -

Tank 55 

r:t 
_.. ~ -

Revised 2/10/09 

', 

•' 
____ .._, 



:' 

D. 1. CARBON ADSORPTION MONITORING LOG FOR UAu ... 1 ... 

Condition 0.1.1 0 Carbon Adsorber/Canister Monitoring 

Condition 0.1.17 Record Keeping Requirements (c) 

PC! shall document compliance by monitoring for VOC breakthrough at least once per shift when the SDS shredder, the ATDU, the Distillation Unit, 

and the tanks are in operations. PCI shall replace the carbon canister when breakthrough is detected as stated below under Note. 

D.1.14 CARBON ADSORPTION SYSTEM INSPECTION 

Inspector: 11(
1 
cJ< · fA:w(lrl ., 

Instrument Calibration Gases: 

t ~ C)r:&J'/Y 

Background Instrument ReadingQ 

Location of Carbon I Unit Status 

Control Device 

Vapor Recovery System: 

CARBON OR FLARE* 

SDS Shredder 

ATDU I OWS 

Area 8 ·-Tanks 52,53,54 

Tanks 02 throuoh 04 

Distillation Unit 

Tank 51 

Tank 55 

Revised 2110/09 

Running I Down 

R~ 

Running 

~ 

Inlet 
Exhaust 

Visual 

Insp. 

Carbon 

Replacement 

Y/N Date Time 

-
-
-

-
,.-

-

Spent Carbon Placed in 

Roll Off Box No. for 

Offsite Combustion 

_____ ________;;, 

: ~ 
---.________ _____ ,____ 



,, D. 1. CARBON ADSORPTION MONITORING LOG FOR DAILY f-\I'Jw ~'-- __ 

Condition D. i. I 0 Carbon Adsorber/Canister Monitoring 

Condition 0.1.17 Record Keeping Requirements (c) 

PCI shall document compliance by monitoring for VOC breakthrough at least once per shift when the SDS shredder, the ATDU, the Distillation Unit, 

and the tanks are in operations. PCI shall replace the carbon canister when breakthrough is detected as stated below under Note. 

D.1.14 CARBON ADSORPTION SYSTEM INSPECTION 

Inspector: 
~ 

Date of Inspection: 

!S" lz.:~? \ \\ 
'.oo 

Shift: Firs or Seco~ 
' 

Monitor fD: 
~ 

Instrument Calibration Gases: 

.:{" 

Background Instrument Reading: 

Location of Carbon Unit Status Inlet 
Exhaust Visual 

Carbon Spent Carbon Placed in 

Control Device 

Insp. Replacement Roll Off Box No. for 

Offsite Combustion 

YIN Date Time 

Vapor Recovery System: ·- - A 

CARBON OR FLARE* 

- - -

SDS Shredder 

- - -

I ATDU I ows 

- - -

Area 8 -- Tanks 52 153,54 

-

Tanks 02 throu h 04 

- -

Distillation Unit 

- --

Tank 51 

~ 
- - -

Tank 55 

Down 

~ - -
N -

~-

·,·; 

Revised 2110109 
(!} -:OJ!!' 

I 

"' 



D. 1. CARBON ADSORPTION MONITORING LOG FOR l.JAt .... , 

Condition 0.1.1 0 Carbon Adsorber/Canister Monitoring 

Condition 0.1.17 Record Keeping Requirements (c) 

PCI shall document compliance by monitoring for VOC breakthrough at least once per shift when the SDS shredder, the ATDU, the Distillation Unit, 

and the tanks are in operations. PCI shall replace the carbon canister when breakthrough is detected as stated below under Note. 

Inspector;, 

Instrument Calibration Gases: 

Background Instrument ReadingO, 

Location of Carbon I Unit Status 

Control Device 

Vapor Recovery System: I Running I Down 

CARBON OR FLARE* 

SDS Shredder ~~~ 
I Down 

ATDU I OWS 
Ru~ 

I Down 

Area 8 -- Tanks 52,53,54 eg 
Down 

Tanks 02 throu h 04 

Distillation Unit 
Running Down 

~ 

Tank 51 

j Running I Down 

~ 

Tank 55 
1~9 

I Down 

Revised 2110/09 

Inlet 
Exhaust 

Visual 

Insp. 

Carbon 

Replacement 

Date Time 

-

Spent Carbon Placed in 

Roll Off Box No. for 

Offsite Combustion 
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D. 1. CARBON ADSORPTION MONITORING LOG FOR DAILY AND QUA~,~...,-.._.
 

Condition 0.1.1 0 Carbon Adsorber/Canister Monitoring 

Condition 0.1.17 Record Keeping Requirements (c) 

PC! shall document compliance by monitoring for VOC breakthrough at least once per shift when the SDS shredder, the ATDU, the Distillation Unit, 

and the tanks are in operations. PCI shall replace the carbon canister when breakthrough is detected as stated below under Note. 

D.1.14 CARBON ADSORPTION SYSTEM INSPECTION 

Inspector: 

Shift. 

Monitor ID: 

Instrument Calibration Gases: 

I iil~ 

Background Instrument Reading: 

Location of Carbon 

Control Device 

Vapor Recovery System: 

CARBON OR FLARE* 

SDS Shredder 

ATDU/OWS 

Area 8 • -Tanks 52,53,54 

Tanks 02 throuoh 04 

Distillation Unit 

Tank 51 

Tank 55 

Revised 2/10/09 

Unit Status Inlet 

-

Exhaust Visual 

Insp. 

A 

Carbon 

Replacement 

YIN Date Time 

Spent Carbon Placed in 

Roll Off Box No. for 

Offsite Combustion 



D. 1. CARBON ADSORPTION MONITORING LOG FOR DAILY AND UvAh, ..... _ 

Condition 0.1.1 0 Carbon Adsorber/Canister Monitoring 

Condition 0.1.17 Record Keeping Requirements (c) 

PC! shall document compliance by monitoring for VOC breakthrough at least once per shift when the SDS shredder, the ATDU, the Distillation Unit, 

and the tanks are in operations. PCI shall replace the carbon canister when breakthrough is detected as stated below under Note. 

Inspector: 

Date of ln_§pe 
0 I { 

Shift: (First or Secon~ 

Monitor 

Instrument Calibration Gases: 

Is.
"'-~, 

·~ 

ObU; 

Background Instrument Reading: 
(1 
\,__)' 

Location of Carbon I Unit Status 

Control Device 

Vapor Recovery System: 

CARBON OR FLARE* 

SDS Shredder 

ATDU I OWS 

Area 8 -- Tanks 52,53,54 

Tanks 02 throuah 04 

Distillation Unit 

Tank 51 

Tank 55 

Revised 2/10109 

Running I Down 

v/ 
Running I Down 

Running 

~ 

Inlet 
Exhaust Visual 

Insp. 

Carbon 

Replacement 

YIN Date Time 

Spent Carbon Placed in 

Roll Off Box No. for 

Offsite Combustion 

'• 
,'I 

·~-
... ~ 



;-;,, 

D. 1. CARBON ADSORPTION MONITORING LOG FOR DAILY AND UU/"\1"\. 1._,,.._ _ 

Condition 0.1.1 0 Carbon Adsorber/Canister Monitoring 

Condition 0.1.17 Record Keeping Requirements (c) 

PC! shall document compliance by monitoring for VOC breakthrough at l-east once per shift when the SDS shredder, the ATDU, the Distillation Unit, 

and the tanks are in operations. PC! shall replace the carbon canister when breakthrough is detected as stated below under Note. 

D.1.14 CARBON ADSORPTION SYSTEM INSPECTION 

lnspector:(0 

Date of lnsprctiOI): 

5 .~II I 

Shift: {First or Secon~l 

Monitor 10: 

Instrument Calibration Gases: 

Background Instrument Readingr
1 

~. 

Location of Carbon 

Control Device 

Vapor Recovery System: 

CARBON OR FLARE* 

SDS Shredder 

ATDUIOWS 

Area 8 -- Tanks 52,53,54 

Tanks 02 through 04) 

Distillation Unit 

Tank 51 

Tank 55 

Revised 2/10/09 

Unit Status 

I Running I Down 

RunninCL I Down 

R~ 

R~ 

Ru~ 

~R~g 

Inlet Exhaust Visual 
Insp. 

Carbon

Replacement 

YIN Date Time 

Spent Carbon Placed in 

Roll Off Box No. for 

Offsite Combustion 


